User Action Setup for Automatic Data Upload from Cimel Control Box to PC
Version 4.8x

1. Check Instrument Version

[G] — green button
[W] — white button
[Y] - yellow button
[R] - red button

Select PW [G] in the main menu, manual mode

24102 /05 21:50
PW MAN SCN VIEW

This screen appears for a few seconds.

21:50:59 PwW 0
Pass Word - +

Increment to 3 with [R], then press PASS [G]; the control box will display:

PHOTOMETERX 4.8x
Tr VX1004GTM

Verify that the sun photometer version is 4.8x and proceed with step 2; otherwise, find
alternate version instructions from the web site.

Press [G] one more time to exit to main menu.

2. General Information and Initial Setup

Start times of the automatic and user actions can be viewed by pressing PW = 2

Select PW [G] in the main menu, manual mode

24102 /05 21:50
PW MAN SCN VIEW

This screen appears for a few seconds.

21:50:59 PW 0
Pass Word - +

Increment to 2 with [R], then press PASS [G]; the control box will display:



n:01/27 HH : MM : SS
01=>255 FF: FF: FF

The above display can be described as the following:

Y:aa/bb HH:MM:SS
XX=>uuu hh:mm:ss

Where :

“Y=n" - if sun photometer is in manual mode

”Y =N” - if sun photometer is in automatic mode.

”aa” - number of the next action to be executed,
options are 1 to 26 and can be setup by user;

”bb” — number of the next Langley action or
next scheduled measurement in automatic mode,
options are from 27 to 99 (cannot be setup user).

“HH : MM : SS”: - current local solar time.

”XX” — current action number

”uuu” — code of scenario to be executed for action number XX

”hh:mm:ss” — the local solar time when action number XX will be executed.
To setup/modify user action press [W]:

n:01/27 HH : MM : SS
01=>255 FE:FF:FF

The cursor appears under the value to modify.
Button [W] - move the cursor to the next position in the row.
Buttons [Y] — decrease and [R] - increase the value.

2. Configuring the PC Automatic Upload Scenario

The upload scenario time should be set to 14:32:40 local solar time after the 14:30
standard direct sun measurement. The direct sun measurement will be completed in
approximately 2 minutes and the instrument will be idle at 14:32:40 local solar time. A
full memory upload will take about 12 minutes. As a result, the uploading will finish just
before the next scheduled measurement at 14:45.

Notes:
e If the instrument is performing a task at the same time as the user action, the
scheduled user action will not be performed.
e User actions scheduled before 10 a.m. and after 3 p.m. may conflict with
measurements due to scenarios based on the air mass rather than the local solar
time.



e User actions scheduled after the last Langley time (last measurement) and before
the first Langley time (first measurement) will not be executed because the
control box switches to sleep mode and wakes up at the first Langley time.

Press [R] to increment to 14 hours then press [W] to move cursor to minutes:

n:01/27
01=>255

HH : MM : SS
14 :FF: FF

Increment to 32 min, you can push and hold [R] button till 32 appear. Press [W] to move
to “ss” position.

n:01/27
01=>255

HH : MM : SS
14:32: FE

Increment to 40 by [R] and press [W] to move to scenario code position:

n:01/27
01=>255

HH: MM : SS
14:32:40

Change value to 15 by pressing [R], 15 is a code of PC uploading scenario. When you are
done press [G] to confirm the user action setup (cursor disappears):

n:01/27
01=>15

HH : MM : SS
14 :32:40

Press [G] one more time to exit to main menu.

24102705

22:05

PW MAN SCN VIEW

3. Confirm User Action Setup

The scheduled user action can be checked any time by pressing [G] in main menu (PW)
and increment to 2, press [G] again:

n:02/65
02=>255

HH : MM : SS
FF:FF:FF




Use [Y] or [R] to change action number (on display above “02” in bottom row) to the
number 01, you should see:

n:02/65 HH : MM : SS
01=>15 14 :32: 40

The above display indicates that the PC upload user action (15) is enabled at 14:32:40
local solar time. Press [G] to return to the main menu.

IMPORTANT!
If the control box has been reset (internal battery disconnected or
discharged, memory initialized, etc.), you will need to setup the user action again.

See ASTP Instructions below.



ASTP Win Options

The Cimel ASTPWin program should be version 1.22 or higher. The version can be
verified by selecting “Help” -> “About...” from the program menu. If the version is less
than 1.22, then run the “Cimel Update” program using the icon on the Desktop.

Alternatively, the latest version of Cimel ASTPWin software can be downloaded from

the following web page: http://www.cimel.fr/photo/software_us.htm

The Cimel ASTP Win program should use the setup options shown below. These options

can be found by selecting “Tools” and “General Setup” from the program menu. The

directory for automatic K7 recording is user defined and a “Base name” may be added to
identify the site. The “OK” button should be pressed once all of the configuration
information as been set as shown below.

ASTP Options PI|J ASTP Options x|
Communication | ASCH famat | Misc. | Data | Commurication ASCIl fermat | Misc. | Data |
rLink: rData
Communication type ISeriaI cable 'l [ Display years on four digits
[V Automatic connection at start [™ Dates and times between quates
v Dates and times with not significant zerox
|~ Add a description header at the beginning of each file
[~ Always dizplay data with numbers
— —Separator
- Communization port IList separator j " ; zemicolon " -» tabulation
Part rumber ICDM‘I 'l ', comma | bar
 space = 4 slash
Speed [in bauds) |12DD 'l . full stop ~  colon
s S election best
[V Stop the connection after bwo empty events
- . 11/12/1998,09:35:08,3111,1012,25.4, Abs.
v Optimize transmissions
[~ Enable smart update of time
[¥ Enahble direct update of time
ok | Concel | (3 e | ok | camcel | @uep |

Communication | ASCI fomat~ Misc. |Data |

Eommunicationl ASCI formatl Misc. Data |

D ata list display Automatic data storage

v Display empty scenarios 1M1 ¥ Activate automatic K7 recording

[v Display scenarios with errors Ir directary IC:\AEHDNET_DATA Browse... |
[rles el I~ ASCI files creation

v Confirmn before ovensriting files Filles i

[~ ‘wirite ransmissions report * None " Morithly
—Directorie £ Houty £ earl

Plug-ins IEI: “Program Filesha5 T PywinsPluglng Erowse. . | " Daily " Infinite

Configuration IEI: “Program FilesWAS5TPwinhPar Browse... | [lese meme
S ound:

[~ Play a sound at the end of the transfer Choose... |

1] Cancel | @ Help | ak Cancel | @ Help |



http://www.cimel.fr/photo/software_us.htm

